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BDC02D-06 - CD-607-2.1, CD-607-2.2 & CD-607-2.3

BDCO00D-1 - ORIGINAL SHEET

SEE NOTE 3 SAWCUT & APPLY
CONSTRUCT DEPRESSED CURB TACK COAT
SEE CD-605-2.4
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1%" MINIMUM
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EXISTING CONCRETE CURB

DRIVEWAY
EXISTING HMA DRIVEWAY

(TO BE REMOVED) REPAIR STRIP

SEE NOTE 6

TYPE (A)

RESURFACING OF EXISTING HMA DRIVEWAY
(WITH DEPRESSED CURB)

CONSTRUCT DEPRESSED CURB —

SEE NOTE 3

SEE CD-605-2.4
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EXISTING CONCRETE CURB ——

MEET EXISTING DRIVEWAY

PROPOSED HMA DRIVEWAY
EXISTING GRAVEL DRIVEWAY (TO BE REMOVED)

REPAIR STRIP

(TO BE REMOVED) _ SEE NOTE 6

TYPE (C)

CONSTRUCTION OF

HMA DRIVEWAY

OR CONVERSION OF EXISTING GRAVEL DRIVEWAY
(WITH DEPRESSED CURB)

MEET EXISTING
DRIVEWAY

PROPOSED 1"
RESURFACING /\z

FULL DEPTH
SAWCUT

EXISTING CONCRETE DRIVEWAY
(TO BE REMOVED)

PROPOSED CONCRETE DRIVEWAY, 6" TH.

SEE NOTE 6

TYPE (F)

RECONSTRUCTION OF CONCRETE DRIVEWAY
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HOUT DEPRESSED CURB)
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2" x 4" TIMBER, REMOVE AFTER
DRIVEWAY CONSTRUCTION o o
SAWCUT & APPLY SEE NOTE 3 2-0 2-0
TACK COAT PROPOSED RESURFACING | (TYP.) (TYP.) E O.P
2" x 4" TIMBER, REMOVE SEE NOTE 3 F .
AFTER DRIVEWAY 1%" MINIMUM _
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NT + TO A DEPTH NECESSARY TO ATTAIN PROPOSED HMA DRIVEWAY | |
A THICKNESS OF 14" OF PROPOSED | |
DRIVEWAY EXISTING GRAVEL DRIVEWAY OR SAND DRIVEWAY : :
EXISTING HMA DRIVEWAY (TO BE REMOVED) | |
PROPOSED RESURFACING | EXISTING DRIVEWAY |
| |
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TYPE TYPE (D)
RESURFACING OF EXISTING HMA DRIVEWAY CONSTRUCTION OF HMA DRIVEWAY
(WITHOUT DEPRESSED CURB) OR CONVERSION OF EXISTING GRAVEL DRIVEWAY TYPICAL DRIVEWAY TREATMENT
CD-607-2.2 WITHOUT DEPRESSED CURB)
( ) PLAN VIEW
CD-607-2.5 CD-607-2.8
GENERAL NOTES
1. ALL MATERIAL, REPAIR STRIPS AND EXCAVATION FOR gs;sggléggzaEpRESSED CURB MEET EXISTING DRIVEWAY
DRIVEWAY CONSTRUCTION TO BE INCLUDED IN THE BID Rty j1n | SEE NOTE 3 )
PRICE FOR HMA DRIVEWAY, CONCRETE DRIVEWAY PROPOSED RESURFACING ‘—’\ i DRIVEWAYS
OR CONCRETE CURB.
=¥ TV, 34&:,” < FULL DEPTH N.T.S.
2. HMA DRIVEWAY SURFACE COURSE, TOP LAYER AND SRS iyvriiege:
BOTTOM LAYER SHALL BE MIX I-5, OR THE SURFACE g HMA = HOT MIX ASPHALT
COURSE MIX TO BE USED ON THE PROJECT. . EXISTING CONCRETE DRIVEWAY [ co-e07-2
_________ ! (TO BE REMOVED)
3. LENGTH OF DRIVEWAY WORK SHALL BE 5 FEET UNLESS . 77—/ - PROPOSED CONCRETE DRIVEWAY, 6"TH. NEW JERSEY DEPARTMENT OF TRANSPORTATION
OTHERWISE SHOWN ON PLANS OR AS DIRECTED. & e )
REPAIR STRIP
4. MAINTAIN EXISTING DIRECTION OF FLOW ON DRIVEWAY. EXISTING CONCRETE CURB e Nore o CONSTRUCTION DETAILS
5. DENSE GRADED AGGREGATE BASE COURSE SHALL BE USED TO (TO BE REMOVED)
PROVIDE TEMPORARY ACCESS DURING DRIVEWAY CONSTRUCTION.
6. GRANULAR MATERIAL FROM THE PROJECT OR SOIL AGGREGATE
AS DIRECTED. TYPE @
7. NO BASE COURSE IS REQUIRED FOR DRIVEWAY. RECONSTRUCTION OF CONCRETE DRIVEWAY
(WITH DEPRESSED CURB) @
CD-607-2.3 CD-607-2.6 \129/




